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Date: 24-07-2019
To whom it may concern

We, danalock ApS, guarantee that:

Battery directive 2006/66/EC and directive 2012/19/EC (WEEE)

We, danalock ApS declare that all products supplied to you including a rechargeable lithium-ion backup
battery package do not contain substances requiring chemical symbol marking according to the battery
directive 2006/66/EC and the WEEE directive 2012/19/EC.

e Mercury < 0.0005% (w/w)

e Cadmium < 0.002% (w/w)
e Lead <0.004% (w/w)

Declaration covering the product families:

Danalock V3-BT Is an electromechanical doorknob equipped with a Bluetooth LE module allowing for
remote access from smartphones using the Danalock APP, the DANAPAD, DANAFOB
or DANABRIDGE interface

Danalock V3-BTZB, V3-BTZBE Is an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZB/ZBE versions comes
equipped with a Zigbee module allowing for remote access through a Zigbee gateway
over the internet.
The only difference between ZB and the ZBE versions are Zigbee chipset with internal
versus chipset with external memory

Danalock V3-BTZE, V3-BTZU, V3-BTZH

[s an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access through a Z-wave gateway over the
internet.

The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US, JP etc. respectively

Danalock V3-BTVS Is an electromechanical doorknob equipped with an internal Bluetooth LE module with
optional remote access from smartphones using the Danalock APP or the DANAPAD.
Additionally, supporting a proprietary 868 MHz wireless radio technology that integrates
with the Verisure home security systems allowing for remote access through the Verisure
gateway over the internet.

Danalock UMV3-BT Is a universal garage/port locking device quipped with a Bluetooth LE module allowing

for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface

Danalock UMV3-BTZB Is a universal garage/port locking device quipped with a Bluetooth LE module allowing

for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface Additionally the ZB version comes equipped
with a ZigBee module allowing for remote access through a Zigbee over the internet.
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Danalock UMV3-BTZE, UMV3-BTZU, UMV3-BTZH

Danapad

Danafob

Danabridge

Signed-at-danalock Aps

Email: ho@danalock.com

Is a universal garage/port locking device quipped with a Bluetooth LE module allowing
for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access to a Z-wave gateway accessed through
the internet.

The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US and JP respectively

Is a pin code entry access panel supporting Bluetooth LE for unlocking danalock
products: Danalock (V3) door lock or (UMV3) universal lock controller.

Is a push button door operating key Supporting Bluetooth LE for unlocking/locking
danalock products: Danalock (V3) door lock or (UMV3) universal lock controller.

Is a wireless (IEEE 802.11 b/g/n20/n40) gateway supporting a Bluetooth LE connection
for one or more Danalock products: Danalock (V3) door lock or (UMV3) universal lock
controller.
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