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Date: 24-07-2019
To whom it may concern

We, danalock ApS, guarantee that:

EC Regulation 1907/2006 (REACH) and DIRECTIVE 2006/121/EC (Corrigendum May 29-2007)

Substances from the candidate lists of so called "substances of very high concern" (SVHC) published by
ECHA are regular monitored if SVHC substances are contained in our products above 0.1 % (w/w).

Based on information collected from our suppliers we, danalock ApS hereby declares that all products
manufactured and delivered to your company have SVHC substances < 0.1% (w/w) with respect to the
SVHC listing detailed below.

SVHC substances (Pursuant to Article 59(8) of REACH):
SVHC candidate list from 2019-07-16 covering 201 substances

California EPA (Environmental Protection Agency) proposition 65

We, danalock ApS hereby declares that all products manufactured and delivered to your company
contains no chemicals known to the state to cause cancer or reproductive toxicity substances < 0.1%
(w/w) with respect to the proposition 65 listing dated June 28, 2019.

Declaration covering the product families:

Danalock V3-BT Is an electromechanical doorknob equipped with a Bluetooth LE module allowing for
remote access from smartphones using the Danalock APP, the DANAPAD, DANAFOB
or DANABRIDGE interface

Danalock V3-BTZB, V3-BTZBE Is an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZB/ZBE versions comes
equipped with a Zigbee module allowing for remote access through a Zigbee gateway
over the internet.
The only difference between ZB and the ZBE versions are Zigbee chipset with internal
versus chipset with external memory

Danalock V3-BTZE, V3-BTZU, V3-BTZH

Is an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access through a Z-wave gateway over the
internet.

The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US, JP etc. respectively

Danalock V3-BTVS Is an electromechanical doorknob equipped with an internal Bluetooth LE module with
optional remote access from smartphones using the Danalock APP or the DANAPAD.
Additionally, supporting a proprietary 868 MHz wireless radio technology that integrates
with the Verisure home security systems allowing for remote access through the Verisure
gateway over the internet.
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Danalock UMV3-BT Is a universal garage/port locking device quipped with a Bluetooth LE module allowing

for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface

Danalock UMV3-BTZB Is a universal garage/port locking device quipped with a Bluetooth LE module allowing
for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface Additionally the ZB version comes equipped
with a ZigBee module allowing for remote access through a Zigbee over the internet.

Danalock UMV3-BTZE, UMV3-BTZU, UMV3-BTZH
Is a universal garage/port locking device quipped with a Bluetooth LE module allowing
for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access to a Z-wave gateway accessed through
the internet.
The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US and JP respectively

Danapad Is a pin code entry access panel supporting Bluetooth LE for unlocking danalock
products: Danalock (V3) door lock or (UMV3) universal lock controller.

Danafob Is a push button door operating key Supporting Bluetooth LE for unlocking/locking
danalock products: Danalock (V3) door lock or (UMV3) universal lock controller.

Danabridge Is a wireless (IEEE 802.11 b/g/n20/n40) gateway supporting a Bluetooth LE connection
for one or more Danalock products: Danalock (V3) door lock or (UMV3) universal lock
controller.

Signe/c,l,a_t\dana]ock Aps

Email: ho@danalock.com
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