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We, danalock ApS, guarantee compliance with
Directive 2011/65/EU including amendment 2015/863/EU (ROHS 3)

We, danalock ApS declare that all products supplied to you including packaging do not contain the
following substances, which are banned by Directive 2011/65/EC (RoHS 2) including the amendment
directive 2015/863/EU (RoHS 3).

Contain substances lower than a maximum concentration of 0.1 % by weight in homogeneous materials
for:

Lead (Pb) and lead compounds

Mercury (Hg) and mercury compounds

Chromium (VI) (Hex-Cr)

PBB (Polybrominated biphenyl) category, PBDE (Polybrominated biphenyl ether) category
DEHP (Bis 2-ethylhexyl phthalate) category, BBP (Butyl benzyl phthalate) category, DBP
(Dibutyl phthalate) category, DIBP (Di-isobutyl phthalate)

and lower than a maximum concentration of 0.01% by weight in homogeneous materials for:
e Cadmium (Cd) and cadmium compounds

Declaration covering the product families:

Danalock V3-BT [s an electromechanical doorknob equipped with a Bluetooth LE module allowing for

remote access from smartphones using the Danalock APP, the DANAPAD, DANAFOB
or DANABRIDGE interface

Danalock V3-BTZB, V3-BTZBE s an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZB/ZBE versions comes
equipped with a Zigbee module allowing for remote access through a Zigbee gateway
over the internet.
The only difference between ZB and the ZBE versions are Zigbee chipset with internal
versus chipset with external memory

Danalock V3-BTZE, V3-BTZU, V3-BTZH

Is an electromechanical doorknob equipped with an internal Bluetooth LE module
allowing for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access through a Z-wave gateway over the
internet.

The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US, JP etc. respectively

Danalock V3-BTVS Is an electromechanical doorknob equipped with an internal Bluetooth LE module with
optional remote access from smartphones using the Danalock APP or the DANAPAD.
Additionally, supporting a proprietary 868 MHz wireless radio technology that integrates
with the Verisure home security systems allowing for remote access through the Verisure
gateway over the internet.
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Danalock UMV3-BT Is a universal garage/port locking device quipped with a Bluetooth LE module allowing

for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface

Danalock UMV3-BTZB Is a universal garage/port locking device quipped with a Bluetooth LE module allowing
for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface Additionally the ZB version comes equipped
with a ZigBee module allowing for remote access through a Zigbee over the internet.

Danalock UMV3-BTZE, UMV3-BTZU, UMV3-BTZH
Is a universal garage/port locking device quipped with a Bluetooth LE module allowing
for remote access from smartphones using the Danalock APP, the DANAPAD,
DANAFOB or DANABRIDGE interface. Additionally, the ZE version comes equipped
with a Z-wave module allowing for remote access to a Z-wave gateway accessed through
the internet.
The only difference between ZE, ZU and ZH versions are the Z-wave module as it is
adapted to the targeted market EU, US and JP respectively

Danapad Is a pin code entry access panel supporting Bluetooth LE for unlocking danalock
products: Danalock (V3) door lock or (UMV3) universal lock controller.

Danafob Is a push button door operating key Supporting Bluetooth LE for unlocking/locking
danalock products: Danalock (V3) door lock or (UMV3) universal lock controller.

Danabridge Is a wireless (IEEE 802.11 b/g/n20/n40) gateway supporting a Bluetooth LE connection
for one or more Danalock products: Danalock (V3) door lock or (UMV3) universal lock
controller.
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